
01 SPECIFICATIONS

GAEA-1250
LIFEPO4 BATTERY PACK

OUTLINE
Width 194mm

Depth 121.5mm

Height 223.8mm

Weight 6 kg

Case Material Metal Case

Interface M8

TECHNICAL DATA

Nominal Voltage 12.8 V Recommended Charge 
Current 30 A

Nominal Capacity 50 AH Max. Charge Current 50 A

Energy 640 Wh Recommended Discharge 
Current 30 A

Monthly Self Discharge <3% Max. Continuous Discharge 
Current 50 A

Cycle Life 2000+ Cycles @ 100% 
DOD Discharge Cut-off Voltage 10 V

Design Life 10 years Max Charge Voltage 14.6V

Warranty 3 years Access interface Bluetooth

Efficiency of Charge 100% @ 0.5 C Charge Method CC-CV

Efficiency of Discharge 96~99% @1 C Charge Temperature 0~45 ℃

Max Connection 4S4P Discharge Temperature -15℃-55℃

Protection Function:  
Over-charge, over-discharge, over-current, short-circuit, over-temperature, low-temperature, balance 



02 PERFORMANCE CURVE

Enquiries email: enquiries@revov.co.za
Enquiries: 010 035 6061
WhatsApp: +27 (0)73 159 5938

Unit 1, Cranberry Street Industrial Park 1486 Cranberry Street, �Honeydew, �Roodepoort, 2040

Technical service email: support@revov.co.za
Technical service desk: 010 035 0680
Technical WhatsApp: +27 (0)69 654 7539


